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 27364 Light box 38x38 cm 43 43 12 6 1 panel

 27365 Light box 38x62 cm 67 43 12 8 1,5 panel

 27366 Light box 38x92 cm 97 43 12 11 2 panels

 27367 Light box 38x122 cm 127 43 12 14 3 panels

 27368 Light box 38x153 cm 158 43 12 18 4 panels

 27369 Light box 76x122 cm 127 2x43 12 28 2x3 panels

 27370 Light box 76x153 cm 158 2x43 12 36 2x4 panels

 27372 Light box 92x38 cm 43 97 12 11 2 panels
       vertical

 27373 Light box 122x38 cm 43 127 12 14 3 panels
       vertical
 27378 Neon tube for 27364
 27379 Neon tube for 27366, 27372

GIMA
code

X-RAY ILLUMINATORS - 
LIGHT BOXES

External 
dimensions (cm)

Weight HeightLength Depth

 27356 36.5x40 cm 38.5 43.5 11 5.4 1 panel

 27357 36.5x40 cm - adjustable 38.5 43.5 11 5.4 1 panel

 27358 75x40 cm 77 43.5 11 11 2 panels

 27359 Round fl uorescent light - spare

GIMA
code

X-RAY ILLUMINATORS - 
LIGHT BOXES
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dimensions (cm)

Weight HeightLength Depth

X-RAY ILLUMINATORS
GIMA light boxes are designed according to clinical standards for 
an extra white light for an accurate and precise reading of any 
detail. They incorporate a 3 mm acrylic screen compliant with 
safety norms (fuses, Schuko plug, green light On/Off, ...).
Can be used on the table placed horizontally or vertically, 
depending on model or wall mounted. 
Body made of oven-fi red epoxy powder coated aluminium and 
injected ABS (colour RAL 7035).

TECHNICAL SPECIFICATIONS
Colour temperature: Cool white 6,500 °K
Power supply: 230 V  - 50 Hz (60 Hz available with surcharge)
Protection fuse: 2x1A                         
Bipolar light switch
Schuko plug with 2 m cable
All components UL, DVE, IMQ approved   
Made in Italy

GIMA X-ray illuminators have been designed according to 
clinical recommendations for an extra white light to give an 
accurate and precise reading of any detail. Manufactured 
with metacrylate screen, and according to safety norms (fuses, 
Schuko plug, green light on/off, ...). The unique fi lm gripping 
system gives full use of viewing area. White colour. 
Made in Italy.

Round fl uorescent 
light source Power supply =

 230 V - 50/60 Hz

VALUE FOR MONEY LIGHT BOXES

27356

27358

Cool white 
6500°K

MIXED DECIMAL
3m

• 27382

MONOYER
3m

• 27381

CHILDREN
3m

• 27383

ARMAGNAC
5m

• 27380

Viewing Area:  24 x 62 cm 24 x 61 cm
External dimensions:  29.5x67.5x12 cm 29 x 66 x 2.5 cm
Weight:  6 kg 2 kg   
Power supply:  230 V - 50 Hz (60 Hz on request) only 27380-4
Made in Italy
Other specifi cations like x-ray illuminators 27364-72

GIMA luminous optotypes have been designed 
according to clinical recommendations for an 
extra white light to give an accurate and precise 
reading of any detail. Manufactured with acrylic 
screen, and according to safety norms (fuses, 
Schuko plug, green light On/Off,...)

See economic optometric charts at page 227.

ANIMALS
5.5m

• 27384

ILLUMINATED AND NOT ILLUMINATED OPTOMETRIC CHARTS

Armagnac - 5 m
Monoyer - 3 m
Mixed decimal - 3m
Children - 3 m
Animals - 5 m
Spare Tube 700

 27380
 27381
 27382
 27383
 27384
 27388

 27390
 27391
 27392
 27393
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OPTOMETRIC CHARTS Illuminated 
GIMA code

Not illuminated 
GIMA code

TECHNICAL SPECIFICATIONS

X-RAY ILLUMINATORS - LIGHT BOXES

Types

Types

AVAILABLE ALSO WITH 
ADJUSTABLE LIGHT


